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DESIGNED FOR

BATTERY CHARGERS AND MAINTAINERS.

COMPATIBLE WITH ALL NEW GENIUS:

+ PREVIOUS NOCO G SERIES:

GC009SAE

MORE WAYS TO CHARGE. 
X-CONNECT SAE ADAPTER.

GENIUS1 GENIUS2 GENIUS5

GENIUS10 GENIUS2X2 GENIUS2X4

G750 G7200

G1100

G3500

G4
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WHAT'S IN THE BOX TECHNICAL SPECIFICATIONS

The GC009 adapter allows you to conveniently connect to any 
existing SAE wiring connections. X-Connect SAE Adapter converts 
an X-Connect connector to a standard SAE connector commonly 
found on traditional battery chargers.

X-CONNECT TO SAE.
CONNECT GENIUS TO EXISTING SAE.

SAE Adapter OUTPUT:

WEIGHT:

 INPUT:

 FUSE:

LENGTH:

VOLUMETRICS:

X-Connect Female

20 Amp Micro Blade

2.75 in (7cm)

0.09 lbs (0.04kg)

Retail Packaging:
Dimensions: 3.2” x 1.6” x 5.1”
Weight: 0.11 lbs
UPC: 0-46221-11006-7
 
Inner Carton:
Dimensions: 5.4” x 1.9” x 3.7”
Weight: 0.18 lbs

Master Carton:
Dimensions: 6.1” x 5.7” x 7.7”
Weight: 1.34 lbs
Quantity: 6
UCC: 20046221110061 

Units Per Pallet:
1,260 Units

TO CHARGER TO SAE CONNECTOR

2.75 inches
(7 cm)

20A MICRO
BLADE FUSE

PROTECT PLUGS
WITH WATERTIGHT,
PRESS-FIT CAPS.

RUGGED

Watertight Cap

20 A Micro Blade Fuse


