6V & 12V 5A

GENIUS5

CHARGE DEAD BATTERIES.
BATTERY CHARGER AND MAINTAINER.
6V &
12V

DO MORE WITH GENIUS.

Designed for 6-volt and 12-volt lead-acid automotive, marine,
and deep-cycle batteries, including flooded, gel, AGM, and
maintenance-free, plus lithium-ion batteries.

ZERO

CHARGE DOWN TO ZERO VOLTS.

65%

MORE POWER.

24/7

WORRY-FREE CHARGING.

VOLTS

Charge dead batteries as low as 1-volt. Or use the all-new Force
Mode that allows you to take control and manually begin charging
dead batteries down to zero volts.

Similar to our G3500, just better. It's 34% smaller and
delivers 65% more power. And it's simpler and easier
to use than ever before.

Provides all-season, all-weather charging for a healthy
battery, leave plugged in 24/7 with no worries of overcharging.
Automatically returns to its last selected mode.

LEAD ACID

no.co

WET

GEL

MF

EFB

AGM

AUTO | MARINE | RV | POWERSPORT | LAWN & GARDEN

CHARGING MODES

ADVANCED DIAGNOSTICS

12V

HIGH VOLTAGE

AGM

BAD BATTERY

Used for 12V wet cell, gel, enhanced flooded,
maintenance-free, & calcium batteries.

The battery voltage is too high for the selected
charge mode. Check the battery and charge mode.

Used for 12V AGM or maintenancefree batteries.

Battery Size

There is a possible battery short or the battery will
not hold a charge. Consult a professional.

LITHIUM

REVERSE POLARITY

Used for 12V lithium-ion batteries (including
lithium iron phosphate). Only for batteries
with Battery Management Systems (BMS).

CHARGING TIMES

20Ah
40Ah

Charger is connected to the battery in
reverse. Reverse the connections.

6V

THERMAL COMPENSATION.

The new integrated thermal sensor automatically monitors and adjusts
the charging cycle based on fluctuations of ambient temperature,
limiting the chance of under-charging or over-charging,
providing a more accurate and fully charged battery.

3hr

*Approximate charging times
at 50% depth of discharge.

6hr
12hr

80Ah

15hr

100Ah

STANDBY

The charger is in standby or the battery
voltage is too low for the charger to detect.

Used for 6V wet cell, gel, enhanced flooded,
maintenance-free, & calcium batteries.

TECHNICAL SPECIFICATIONS
REPAIR

CHARGE LED

Used to repair old, idle, damaged, stratified,
or sulfated batteries.

LINE
VOLTAGE AC:

Indicates the charge level of the
internal battery.

OUTPUT POWER:

WHAT'S IN THE BOX

1.93"

4.6"

(117mm)

6.34"

(161mm)

2.9"

(74mm)

Various

CHARGING
CURRENT:

5A (12V), 5A (6V)

-4° to 104° F (-20° to +40° C)

STORAGE
TEMPERATURE:

-22° to 140° F (-30° to +60° C)

LOW-VOLTAGE
DETECTION:

1V (12V), 1V (6V)

BACK CURRENT
DRAIN:

<0.5mA

BATTERY
CAPACITY:

UNIT WEIGHT:
VOLUMETRICS:
GENIUS5
User Guide & Warranty

Electrical Shock. Product is an electrical device that can shock and cause serious injury. Do not cut power
cords. Do not submerge in water or get wet.

Up to 120Ah, Maintains All Battery Sizes

HOUSING
PROTECTION:

Mounting Bracket and Strap

DANGER

Lead-Acid and Lithium

OPERATING
TEMPERATURE:

COOLING:

READ AND UNDERSTAND ALL SAFETY INFORMATION BEFORE USING THIS PRODUCT. Failure to
follow these safety instructions may result in ELECTRICAL SHOCK, EXPLOSION, FIRE, which may
result in a SERIOUS INJURY, DEATH, or PROPERTY DAMAGE.

75 Watts Max

CHARGING
VOLTAGE:

CHEMISTRY:

(49mm)

120-240 VAC, 50-60Hz

IP65
Natural Convection
1.5 lbs (0.68 kg)
Retail Packaging:
Dimensions:
4.61” x 3.43” x 7.95”
Weight: 1.59lbs
UPC: 0-46221-19004-5

Explosion. Unmonitored, incompatible, or damaged batteries can explode if used with product. Do not
leave product unattended while in use. Do not attempt to jump start a damaged or frozen battery. Use
product only with batteries of recommended voltage. Operate product in well ventilated areas.
Fire. Product is an electrical device that emits heat and is capable of causing burns. Do not cover product.
Do not smoke or use any source of electrical spark or fire when operating product. Keep product away from
combustible materials.
Eye Injury. Wear eye protection when operating product. Batteries can explode and cause flying debris.
area with running clean water and contact poison control immediately.
Explosive Gases. Working in the vicinity of a lead-acid is dangerous. Batteries generate explosive gases
during normal battery operation. To reduce risk of battery explosion, follow all safety information instructions
and those published by the battery manufacturer and manufacturer of any equipment intended to be used
in the vicinity of battery. Review cautionary markings on these products and on engine.

GENIUS5 Battery Charger + Maintainer

no.co

For more information
and support visit:

www.no.co/support

Userguide and
Warranty

(2) #8x1”
Self-tapping screws

Battery Clamps + Integrated
Eyelets

Inner Carton:
Dimensions:
4.84" x 3.70” x 8.19”
Weight: 1.74lbs

Master Carton:
Dimensions:
17.10” x 11.97” x 5.51"
Weight: 11.31lbs
Quantity: 6
UCC: 10046221190042
Units Per Pallet:
NA - 336 Units
International - 252 Units

