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ULTRAFLEX DESIGN.
USB-C FAST CHARGING CABLE.

USB-C240W

Harness the power of 240 watts - the pinnacle of USB4 power 
standards with E-Marker - and ensure your devices always 
charge at their fastest without compromise.

240W PURE POWER.

Achieve fast and reliable data transfer speeds up to 
480 Mbps. Whether it's Apple CarPlay, Android Auto, 
or essential file transfers, we have you covered.

480 MBPS DATA SPEED.

No more guessing. We’ve clearly marked each cable’s wattage 
and data speed through laser-etching and molding techniques, 
making it simple to identify the cable's capabilities at a glance.

INSTANT CLARITY.



no.co CARTON

USB-C PD 3.1

480 Mbps

240W

10 ft

0.28 lbs (0.13 kg) 

0° to 40°C (32° to 104°F)

-20° to 80°C (-4° to 176°F)

TECHNICAL SPECIFICATIONS

DATA RATE:

CABLE WATTAGE:

CABLE LENGTH:

USB-C VERSION:

WEIGHT:

OPERATING 
TEMPERATURE:

STORAGE 
TEMPERATURE:

Eliminate the frustration of slow charging and flimsy cables. 
With 240 watts of power, it delivers top-tier performance 
with USB-C connectors on both ends.

MEET THE XC3.
UNMATCHED POWER.

WHAT'S IN THE BOX

Retail Packaging:
Dimensions: 
3.62” x 1.57” x 3.78”
Weight: 0.44 lbs
XC3B UPC: 
46221240139
XC3W UPC: 
46221240146

Inner Carton:
Dimensions: 
3.86” x 1.77” x 4.13”
Weight: 0.49 lbs

Master Carton:
Dimensions: 
8.31” x 6.02” x 4.96”
Weight: 3.17 lbs
Quantity: 6
XC3B ITF-14: 
10046221240136 
XC3W ITF-14: 
10046221240143

VOLUMETRICS:

SAFETY AND WARRANTY INFORMATION

Proposition 65.  WARNING:  
This product can expose you to chemicals including lead and exhaust fumes, which are known to the 
State of California to cause cancer and birth defects or other reproductive harm. For more information go 
to www.P65Warnings.ca.gov. 
Handling.  
The product may become very warm during normal use. The product complies with the user-accessible 
surface temperature limits defined by the International Standard for Safety of Information Technology 
Equipment (UL 62368-1 / CSA C22.2 62368-1). However, sustained contact with warm surfaces for 
extended periods may cause discomfort or injury even within these limits. Don’t connect or disconnect the 
product with wet hands.
Personal Precaution.  
Use common sense to avoid situations where your skin is in prolonged contact with the product when 
plugged into a power source (e.g., don’t sleep with the product plugged into a power source). Do not place 
the product under a blanket, pillow, or your body when connected to a power source. Take special care if you 
have a physical condition that affects your ability to detect heat against the body.
Location.  
Always allow adequate ventilation around the product and use care when handling it to reduce overheating 
or heat-related injuries. Don’t use the product in wet locations (e.g., sink, bathtub, or shower stall).
Operating Temperature.  
This product is designed to work in ambient temperatures between 0º C to 40º C. Do not use outside of 
temperature ranges.
Cleaning.  
Remove from the power source before attempting any maintenance or cleaning. Use a soft, dry, 
lint-free cloth.
Operation.  
Discontinue use immediately if the product becomes damaged, malfunctions, or comes in contact with 
any liquid; the connected USB-C has become frayed or damaged; the plug part of the product, the prongs, 
or the product casing has become damaged; the product has been dropped and is damaged; the product 
is exposed to rain, liquid, or excessive moisture; or you suspect the product needs service or repair. The 
product is for indoor use only.

Important Safety Warnings.

READ AND UNDERSTAND ALL SAFETY INFORMATION 
BEFORE USING THIS PRODUCT. Failure to follow these 
safety instructions may result in ELECTRICAL SHOCK, FIRE, 
resulting in SERIOUS INJURY, DEATH, or PROPERTY DAMAGE.

Safety and Warranty 
Information XC3 10-Foot USB-C to 

USB-C Charging Cable

Silicone Cable Tie

2948mm
(116.06")

3000mm
(118.11")

Effortless file transfers, smooth streaming, 
and flawless connections.

SEAMLESS DATA TRANSFERS.

Engineered with a woven silicone and nylon-braided jacketing, 
this cable offers exceptional flexibility and durability, enduring 
over 10,000 bends with ease.

ULTRAFLEX DESIGN.

LASER ETCHED MARKINGS.
Identify the cable’s capabilities at a glance.

Built-in intelligence delivers power safely 
and efficiently.

EMARKER SMART CHIP.

USB-C IN/OUT

480 Mbps

240W

148mm
(5.83")

26mm
(1.02")

26mm
(1.02")

6.8mm
(0.27")

6.8mm
(0.27")

6.5mm
(0.26")

12.0mm
(0.47")

13mm
(0.51")


